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blind recognition of SCLD and OFDM signals
Zhuo Sun*, Yilong Chen, Siyuan Liu and Wenbo WangAbstract
The cyclostationarity feature of modulated signals was widely applied for signal detection and parameter
estimation. Previous studies on blind recognition of the modulation type of a received signal are generally
performed in a single domain. This paper presents a new recognition approach through establishing a joint
delay-cyclic frequency feature decision function, which exploits the different features of the second-order cyclic
cumulants for orthogonal frequency division multiplexing (OFDM) signals and single carrier linear digitally modulated
(SCLD) signals, in both time delay domain and cyclic frequency domain. We also propose a new statistical test method to
classify the two signals under the constraint of possible error recognition, with which an optimal threshold to distinguish
OFDM and SCLD signals with the highest accuracy can be theoretically derived. The simulation results are consistent with
the performance analysis.
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Recognition of complex sonar or radar signals has been
an important technology for a variety of military and
commercial applications. With the new transmission
schemes gradually migrating from communication systems
into sonar and radar systems, such as single carrier linear
digitally modulated (SCLD) and multicarrier modulation in
the form of orthogonal frequency division multiplexing
(OFDM), the traditional methods employing direction of
arrival, carrier frequency, time arrival, pulse amplitude and
width cannot meet the requirement of accurate and sub-
stantial target recognition. As a result, blind recognition of
the modulation format of the signal becomes one of critical
issue [1,2].
Because cyclic feature embedded in the modulated sig-
nal are quite robust to both noise uncertainty and strong
noise, it can differentiate various modulation types [3-5].
However, in most cyclostationary-based blind recogni-
tion of the modulation methods [6-9], they try to
recognize OFDM and SCLD signals only in a single do-
main. However, in that situation, the difference of the
second-order cyclic cumulant (CC) magnitude between
OFDM and SCLD is not obvious under low signal-to-* Correspondence: zhuosun@bupt.edu.cn
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in any medium, provided the original work is pnoise ratio (SNR) condition, which tremendously leads
to the result that the probability of correctly recognizing
the signal is not efficacious. On the other hand, different
cyclostationary features between the OFDM and SCLD
signals still existed in frequency domain which had not
been utilized. To achieve high accuracy in recognizing
the signal especially in low-SNR environments, the pro-
posed method in this paper jointly exploits the features
of signal in time and frequency domain, which was for-
mulated as a unified feature function.
For the feature-based blind recognition methods, the
decision based on the selected feature function is an-
other one major procedure. Most decision algorithms
use the asymptotically optimal test with the constant
false-alarm rate (CFAR) property which is proposed in
[10]. However, it only considers the probability that the
noise is recognized mistakenly as OFDM signals (or
SCLD signals) to setup the decision threshold, which is
not optimal for the classification of OFDM and SCLD
signals. This paper proposes a new statistical test
method for the classification of the two kinds of signals
in consideration of the total error probabilities. In the
method, the quantitative relation between the probability
of correct recognition and the threshold is formulated,
based on which the analytical close-form expression of
optimal decision threshold can then be derived.Open Access article distributed under the terms of the Creative Commons
g/licenses/by/2.0), which permits unrestricted use, distribution, and reproduction
roperly cited.
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OFDM signal models and the analytical expressions for
the second-order CCs and cycle frequencies (CFs) are
presented in Sections 2. The proposed joint delay-cyclic
frequency domain feature function-based algorithm and
the corresponding statistical test are presented in
Section 3. Simulation results are given and discussed in
Section 4. Finally, conclusions are drawn in Section 5.
2. Signal model and second-order
cyclostationarity
In [11], it proved that the addition of cyclic prefix (CP)
to an OFDM symbol provides a useful cyclostationary
feature. Meanwhile, for a SCLD signal, cyclostationarity
is brought in by the pulse-shape filter.
Referring to [12], the continuous-time baseband equiva-
lent of received SCLD signals in AWGN is expressed as
follows:
rSCLD tð Þ ¼ ae jθe j2πΔf ct
Xþ∞
l¼−∞
slg t−lT−εTð Þ þ ω tð Þ; ð1Þ
where a is the amplitude factor, θ is the carrier phase,
Δfc is the frequency offset, T is the symbol period, ε(0 ≤
ε ≤ 1) is the timing offset, g(t) is the overall impulse re-
sponse of the transmit and receive filters, sl is the
symbol transmitted in the lth symbol period, and ω(t) is
a zero-mean complex Gaussian noise.
The received baseband OFDM signal is expressed as
follows in [12]:






j2πkΔf k t−lT−εTð Þg t−lT−εTð Þ
þw tð Þ;
ð2Þ
where K is the number of OFDM signal subcarriers, sk,l
is the symbol transmitted on the kth subcarrier over the
lth symbol period, ΔfK is the frequency step between
two adjacent subcarriers, and T = TCP + Tu is the OFDM
symbol period.
The analytical closed-form expressions for the second-
order (one-conjugate) CCs and the set of CFs for SCLD
signals are given respectively in [7] as follows:
crSCLD β; τð Þ ¼ J τð Þρ−1e−j2πβερΛ τð Þ þ cω β; τð Þ ð3Þ
κSCLD2;1 ¼ β∈ −1=2; 1=2½ Þf jβ ¼ lρ−1; l ¼ 1; 2; 3…g; ð4Þ
where J τð Þ ¼ a2e−j2πρ Δf cTτcs;2;1 , Λ τð Þ ¼
Xþ∞
u¼−∞
g uð Þg uþ τð Þ
e−j2πβu, ρ is the sampling factor, and cs;2;1 ¼ E slslþτ=T
h i
rep-
resents the second-order cumulant of the signal
constellation.Similar to the SCLD signals, the second-order (one-
conjugate) CCs and the set of CFs for OFDM signals are
given by [13] as follows:
Cr β; τð Þ ¼ a2cs;2;1D−1e−j2πβεDe−j
2π
ρKΔf cTuτ
 ΓK τð ÞΛ τð Þ ; ð5Þ
κOFDM2;1 ¼ β∈ −1=2; 1=2½ Þf jβ ¼ lD−1; l
¼ 1; 2; 3…g; ð6Þ
where ΓK(τ) = e
jπ(K − 1)τ/ρK sin(πτ)/sin(πτ/ρK), Λ τð Þ ¼X∞
u¼−∞
g uð Þg uþ τð Þe−j2πβu, and D = ρK(1 + TcpTu − 1) repre-
sents the number of samples over an OFDM symbol.
The second-order (one-conjugate) CCs of SCLD and
OFDM signals are depicted by CF and delay in Figures 1
and 2, respectively. Note that the normalized form of CF
is used in terms of (4) and (6); the sample quantity is
taken as the scale of delay.
3. Blind recognition of OFDM and SCLD signals
3.1 Joint time-frequency domain feature function
At the receiver, suppose that the bandwidth of the signal
is roughly estimated, and a low-pass filter is used to re-
move the out-of-band noise. The signal is down-
converted and (over) sampled at a rate of ρ times.
In Section 2, the significant differences between SCLD
and OFDM are showed, e.g., in the time domain (when
CF = 0); the CC magnitudes of OFDM signals are non-
zero values with delays around ± ρK, whereas the CC
magnitudes of SCLD signals are zero. And in the fre-
quency domain (when delay equals 0), CC magnitudes
of SCLD signals appear in peaks with CFs equaling to in-
teger multiples of 1/ρ, whereas the CC magnitudes of
OFDM are still zero.
Combining the features of OFDM and SCLD in the
two domains, we can define a joint time-frequency do-
main feature function:
zJ ¼ c2r ρ
−1; 0ð Þ
c2r 0; ρKð Þ ; ð7Þ
where c2r(α, τn) represents the secondary order CCs of
the received signal r(t), which is expected to be detected.
From Figure 3, we can see that function zJ exhibits the
obvious difference between OFDM signals and SCLD
signals to about 100 times, which is larger than that in a
single time domain or a single frequency domain. This
reveals that the feature function above may be a better
choice in the classification of OFDM and SCLD signals.
Practically, the consistent estimator of the second-
order cyclic cumulants is given as
Figure 1 CCs magnitude value of SCLD in AWGN.
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http://asp.eurasipjournals.com/content/2014/1/5c^2r α; τð Þ ¼ 1T
XT−1
t¼0
r tð Þr t þ τð Þe−jαt
¼ c2r α; τð Þ þ ε Tð Þ2r α; τð Þ
ð8Þ
where ε Tð Þ2r α; τð Þ represents the estimation error that van-
ishes asymptotically when T→∞. Due to the existence of
error ε Tð Þ2r α; τð Þ the estimator c^2r α; τð Þ is seldomly equal to
zero practically, even if α is not a cycle frequency.
Plugging (8) into (7), we obtain
zJ ¼ c2r ρ
−1; 0ð Þ þ ε Tð Þ2r ρ−1; 0ð Þ
c2r 0; ρKð Þ þ ε Tð Þ2r 0; ρKð Þ
: ð9ÞFigure 2 CCs magnitude value of OFDM in AWGN.Considering an OFDM signal, we can see that the
value of c2r(0; ρK) is larger than that of ε
Tð Þ
2r 0; ρKð Þ , and
c2r(ρ
− 1; 0) is zero in noiseless situations. As a result, the
decision function of an OFDM signal can be approxi-
mately simplified as
zJ jOFDM≈
ε Tð Þ2r ρ
−1; 0ð Þ
c2r 0; ρKð Þ : ð10Þ
For the SCLD signals, we can get similar conclusions:
c2r ρ−1; 0ð Þ≫ε Tð Þ2r ρ−1; 0ð Þ and cr(0; ρK) = 0. Therefore, the
decision function for SCLD signals can be simplified as


















 OFDM (avg 0.02)
 SC (avg 1.3)
Figure 3 Value range of feature function for OFDM and SC.
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c2r ρ−1; 0ð Þ
ε Tð Þ2r 0; ρKð Þ
ð11Þ
3.2 Statistical test framework
The recognition of OFDM and SCLD signals can be for-
mulated into a hypothesis testing problem:
H0 : r tð Þ ¼ SOFDM tð Þ þ w tð Þ;
H1 : r tð Þ ¼ SSCLD tð Þ þ w tð Þ: ð12Þ
For simplicity, noise without useful signals is omitted
in the statistical test.
This problem is equivalent to a generalized maximum-
likelihood detection problem in the cyclic frequency do-
main. Referring to [10], it defines a generalized likeli-
hood function as the test statistic function:





where C^ Tð Þ2r represents a 1 × 2 N row vector consisting
of second-order CC estimators:
C^ Tð Þ2r ¼ ½Re c^2r α; τ1ð Þf g;…;Re c^2r α; τNð Þf g
¼ Im c^2r α; τ1ð Þf g;…; Im c^2r α; τNð Þf g;;
ð14Þ
where {τ1,…,τN} is a fixed set of time delay values, Re{ }
and Im{ } represent the real and imaginary parts. ∑ 2r is
the asymptotic covariance matrix of c ̂2r α; τð Þ . It is also
proved that for the frequency β which does not belong
to CFs, γ2r(β, τ) satisfies chi-squared distribution with 2
N degrees of freedom:
lim
T→∞
γ2r β; τð Þ ¼ χ22N : ð15Þ
Herein, by replacing C^ Tð Þ2r with zJ in (13), we can get
the following function:γ2z α; τð Þ ¼
γ2r ρ
−1; 0ð Þ
γ2r 0; ρKð Þ
: ð16Þ
Based on the analyses in Section 3.1, the testing frame-
work can be transformed into
H0 : γ2z < η
H1 : γ2z ≥ η;
ð17Þ
where η is the decision threshold.
When T is large enough under the hypothesis of H0,
we can get γ2r(0, ρK) ≈ cr(0; ρK)2,1∑ 2r
−1cr(0; ρK)2,1′, which
is a constant and is represented by MOFMD. Based on
formula (15), we can achieve the statistical distribution
of γ2z under H0 as follows:
γ2zjOFMDe χ22MOFMD : ð18Þ
Under the hypothesis of H1, there is γ2r(ρ
− 1, 0) ≈
cr(ρ
− 1; 0)2,1 ∑ 2r
− 1cr(ρ
− 1; 0)2,1′, which is also a constant
and is represented by MSCLD. The statistical distribution
of γ2z under H1 is:
γ2zjSCLDeMSCLDχ22 : ð19Þ
3.3 Optimal decision threshold
In the following, we will analyze the deterministic rela-
tion between the probability of correct recognition and
the decision threshold value, and then try to derive the
optimal threshold value.
In [8], the author proposed an asymptotically optimal
χ2 test in checking of the presence of cyclostationarity.
The algorithm used constant false alarm rate to derive
the threshold. However, the check of the false rate only
took into consideration of the probability that noise is
mistakenly recognized as a signal, while neglecting the
probability that the existing signal can be mistakenly as
noise. Therefore, the derived threshold is not optimal to
recognize the signal correctly. In this paper, the pro-
posed statistical test method takes the probability that
OFDM is mistaken for SCLD (P(SCLD|OFDM)) into
consideration and the probability that SCLD is mistaken
for OFDM (P(OFDM |SCLD)) as well. We define the
error recognition probability as Perror = P(SCLD|OFDM) +
P(OFDM|SCLD). The rest of this part is to find the optimal
threshold and to get the least value of Perror. The error rec-
ognizing probability can be expressed as
P SCLD jOFDMð Þ ¼ P γ2z ≥ηjH0
 




Using formulas (18) and (19), we can rewrite formula
(20) as



















Figure 4 Value of MSCLD.




























pfa = 0.00005 with proposed meathod
pfa = 0.00005 with method in [2]
Figure 6 Comparison between the proposed and the original
methods in AWGN.
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From discussions above, we can conclude that when
we do statistic test using the threshold defined by (22),
the error recognizing probability is the least. In this con-
dition, the error probabilities for classifying the two


















Figure 5 Value of MOFDM.P SCLD jOFDMð Þ ¼ P γ2z≥ηjH0
 






P OFDMjSCLDð Þ ¼ P γ2z < ηjH1
 








In the simulation, we adopt QPSK as the modulation
mode of the SCLD signals. The transmit filter is a root-
raised cosine filter with 0.5 roll-off factor, and the signal
bandwidth is 40 kHz. For the OFDM signals, QPSK
modulation is used on each subcarrier. The signal band-
width is set to 800 kHz, and the number of subcarriers
is set to 128. We set the useful time period of the
OFDM symbol to 160 μs and the cyclic prefix period to
40 μs. At the transmit side, a raised cosine window with
0.025 roll-off factor is used for OFDM signals. In
addition, we set the amplitude factor to 1, timing offset
to 0.75, and frequency offset for SCLD and OFDM sig-
nals to 16 and 320 kHz. The carrier phases are uni-




























pfa = 0.00005(best) with proposed meathod
pfa = 0.0005 with proposed meathod
pfa = 0.000005 with proposed meathod
Figure 7 Probability of correct detection signal.
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pled, with the factor ρ set to 4. The final probability of
correct recognition equals to the sum of the probabilities
when correctly recognizing the OFDM and the SCLD
signals. Data for the test is collected from 100 trials of
each signal type.
4.2 Simulation results
In order to evaluate the performance of the proposed
method, we at first compare the proposed method to the
method in article [6], in which only the signal features in
time domain is used. In the second case, we compare
the performance of the proposed method of different P
(SCLD|OFDM).
Practically, in the simulation, we need to know MSCLD
and MOFDM previously. From the simulation result in
Figures 4 and 5, we can empirically set MSCLD ≈ 18
and MOFDM ≈ 22. Base on formula (22), the optimal
threshold is η = 0.9045, and P(SCLD|OFDM) ≈ 5 × 10−5,
correspondingly.
In the first case, we set the probability that OFDM is
mistaken for SCLD to 5 × 10−5, so the threshold used in
the proposed method is optimal. Figure 6 shows that the
proposed method performs better than it in the refer-
ence method according to article [6]. As for the refer-
ence method, the probability of correct recognition is
just about 50 % when SNR varies from −10 to −4 dB.
The reason is that the threshold is too high to detect
SCLD, which means that the threshold is irrational,
whereas the probability of the proposed method is al-
most 0.9 at −8 dB SNR because the method enlarges the
difference between the OFDM and SCLD signals.
In [6], the probability that OFDM is mistaken for
SCLD (represented as pfa) is the only error probability
considered. In fact, when considering the probability
that SCLD may be mistaken for OFDM (represented as
pfo), the relationship between the overall error probabil-
ity and pfa is not linear. In the second case, as is shown
in Figure 7, we compare the performance of the pro-
posed method with different pfa values. We can see that
when pfa = 5 × 10−5 (corresponding to the optimal
threshold), the correct probability is larger than those of
when pfa = 5 × 10−4 and pfa = 5 × 10−6. The simulation
results verify that the proposed theory and the corre-
sponding method in Section 3 do have good perfor-
mances for blind modulation recognition.
5. Conclusions
The proposed algorithm exploits the nonzero CC features
both in time and frequency domains to solve the OFDM
and SCLD signal recognition problems. Considering the
different features of OFDM and SCLD in two domains, we
define a joint feature function to widen the distinguished
gap. Based on the defined decision function, the recognitionof OFDM and SCLD signals is formulated as a statistical
testing problem. The optimal threshold when recognizing
the modulation type of received signals is derived to achieve
the least error probability. The proposed method in this
paper can be extended to recognizing most of the general
linear signal modulation types.
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